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90° BEND

45° BEND
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10’ MINIMUM
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LOCATION
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WE ENERGIES GAS 

robert.detert@twcable.com

PH: (414) 688-0348

MILWAUKEE, WI 53212

1320 N MARTIN LUTHER KING JR DR

FIELD ENGINEER

ROB DETERT

me1754@att.com

PH: (262) 896-7434

WAUKESHA, WI 53188

2005 PEWAUKEE ROAD

MARK EDER

TIME WARNER CABLE

kenneth.franecki@we-energies.com

PH: (414) 944-5531

WEST ALLIS, WI 53214

500 S 116TH STREET

KEN FRANECKI

chris.degrave@we-energies.com

PH: (262) 886-7018

WEST ALLIS, WI 53214

500 S 116TH STREET

CHRIS DEGRAVE

WE ENERGIES ELECTRIC

PROJECT CONTACTS INFORMATION

DESIGN CONTACT

ben.wood@strand.com

PH: (414) 271-0771

MILWAUKEE, WI 53202

SUITE 350 

126 N JEFFERSON STREET

STRAND ASSOCIATES, INC.

BEN WOOD

rpritzlaff@water.oak-creek.wi.us

PH: (414) 570-8200 EXT. 24

OAK CREEK, WI 53154

170 W. DREXEL AVE.

UTILITY ENGINEER

RON PRITLAFF

BENCH MARK

SOIL BORING

OBJECTS TO BE REMOVED

CONIFEROUS TREE

DECIDUOUS TREE

EXISTING LIGHT POLE

EXISTING UTILITY POLE

PAVED ROAD 

GUARD RAIL

FENCE

UNDERGROUND ELECTRIC CABLE

ORIGINAL GROUND IN PROFILE

GAS MAIN

SILT FENCE

CONTROL POINT

GUY WIRE

INLET

EXISTING CONTOUR

CATCH BASIN

FIBER OPTIC

STORM SEWER

SANITARY SEWER

ELECTRIC DUCT

STEAM PIPING

CHILLED WATER SUPPLY

EXISTING CULVERT

BURIED TELEPHONE CABLE PEDESTAL

PERMANENT EASEMENT ON SEWER

PROPERTY IRON

NOTATION FOR COMBUSTIBLE FLUIDS

CASING PIPE

EXISTING CULVERT IN PROFILE

NEW WATER MAIN AND FIRE HYDRANT

WYE BRANCH

6"

MANHOLE

WITH AUXILIARY VALVE

MANHOLE

WETLAND

CHILLED WATER RETURN

BUSH

INLET SQUARE

CURB WATER BOX

SECTION CORNER

IRON PIPE

MONITORING WELL

MAIL BOX

SIGN

PROPANE TANK

TELEPHONE POLE

STUMP

SEPTIC

SEPTIC VENT

WELL

FORCE MAIN

TEMPORARY EASEMENT 

PROPERTY LINE AND/OR RIGHT OF WAY

FIRE HYDRANT

WATER VALVE

MANHOLE

TV CABLE 

TELEPHONE

BORE

NEW SANITARY SEWER AND

EXISTING SANITARY SEWER AND

GRAVEL SHOULDER

OF FIRE HYDRANT

TOP/OPERATING NUT

WATER AND SEWER UTILITY

CITY OF OAK CREEK

NEEDED TO AVOID CONFLICT WITH EXISTING UTILITES.

NOTE:  ADDITIONAL BEND FITTINGS MAY BE 

WATER MAIN

SANITARY SEWER/

CLEARANCE

18-INCH, MIN. 

NEW WATER MAIN

WATER MAIN

SANITARY SEWER/ 

NEW WATER MAIN

INSULATION

CLEARANCE

6-INCH, MIN.

TYPE A

TYPE B

EXISTING UTILITIES/ WATER MAIN CONFLICTS

EXISTING UTILITIES/ WATER MAIN CONFLICTS

2
OF FIRE HYDRANT

TOP/OPERATING NUT
126.25

3
AVE./E. RYAN RD.

NW CORNER OF S. 5TH

OF FIRE HYDRANT

TOP/OPERATING NUT
125.66

100/S. CHICAGO RD.

SW CORNER OF HWY 

100/S. CHICAGO RD.

NW CORNER OF HWY 

APPROVED BY

DATE

SHEETSCALE

APPROVED BY COUNCIL RESOLUTION NO.

N/A

N/A

N/A

2

OF

ST.

W.

SA.

I.

T.

E.

PP.

TS.

G.

PLAN

VER.

HOR.

PROFILE

HOR.

CHECKED BYDATE DRAWN BYDESIGNED BY DATE DATE

6

EAST RYAN ROAD PLAN AND PROFILE 

SOUTH 5TH AVENUE PLAN AND PROFILE 

DETAILS
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ENGINEERING DEPARTMENT

CITY OF OAK CREEK 

MSULLIVAN@OAKCREEKWI.ORG

414-766-7029

80405 S. 6TH ST. 

DESIGN ENGINEER 

MATT SULLIVAN 

ALL JOINTSFIRE HYDRANT LEADS 

IN LINE TEES 18’ MINIMUM

TO SALVAGED MATERIALS AS SPECIFIED.

THE OAK CREEK WATER AND SEWER UTILITY MAINTAINS THE FIRST RIGHT 

NO DISTURBANCE SHALL OCCUR IN WETLAND AREAS. 

TRAFFIC SHALL BE RESTORED UNTIL THE START OF THE NEXT WORK DAY.

TWO-WAY TRAFFIC. AT THE END OF EACH WORK DAY, TWO LANES FOR

SHALL PROVIDE FLAGGERS WITH RADIOS AS NECESSARY TO MAINTAIN 

TWO-WAY TRAFFIC SHALL BE MAINTAINED AT ALL TIMES. CONTRACTOR 

STREET SWEEPING (NOT FLUSHED) AT THE END OF EACH WORK DAY.

ANY SEDIMENT TRACKED ONTO ADJACENT ROADS SHALL BE CLEANED BY 

SHOULD FOLLOW THE INSPECTIONS WITHIN 24 HOURS.

1/2-INCH OR MORE WITHIN 24 HOURS. NECESSARY MAINTENANCE 

MUST BE INSPECTED AT LEAST WEEKLY AND AFTER A RAINFALL OF

ALL EROSION CONTROL MEASURES AND STRUCTURES SERVING THE SITE 

WITHIN SEVEN CALENDAR DAYS AFTER PLACEMENT OF TOPSOIL.

SEED, FERTILIZE, MULCH AND PLACE EROSION MAT IN AREAS 

IMMEDIATELY AFTER GRADING IS COMPLETED WITHIN THOSE AREAS.

RE-TOPSOIL GRADED AREAS, AS DESIGNATED BY ENGINEER,

MATERIAL SHALL BE PG 64-28.

SHALL USE 19.0 MM NOMINAL SIZE AGGREGATE AND THE ASPHALTIC 

ONE LAYER OF 3-INCH HMA PAVEMENT TYPE E-1. THE BINDER 

THE ASPHALTIC PAVEMENT ALONG EAST RYAN ROAD SHALL BE

AS DIRECTED BY THE ENGINEER.

EXISTING JOINT, SAWCUT WHERE SHOWN ON THE PLANS, OR

MISCELLANEOUS REMOVAL ITEMS SHALL BE REMOVED TO AN

AT SWALES AND WHEN MINIMUM SLOPE IS EXCEED.

SEED MIX, AND MULCH. EROSION CONTROL MAT SHALL BE PLACED 

WITH AT LEAST 3-INCHES OF TOPSOIL, SALT-TOLERANT GRASS 

DISTURBED AREAS WITHIN THE RIGHT-OF-WAY SHALL BE RESTORED

INCIDENTAL TO THE UNIT PRICES BID FOR WATER MAIN.

FOR ALL FITTINGS AND RESTRAINED JOINTS SHALL BE CONSIDERED

COMPLETE THE INSTALLATION OF THE WATER MAIN. THE COST 

CONTRACTOR SHALL PROVIDE ALL NECESSARY FITTINGS TO 

UTILITY MAINS AND SERVICES DURING CONSTRUCTION.

RESPONSIBLE FOR DETERMINING THE EXACT LOCATIONS OF THE

DIGGERS HOTLINE FOR UTILITY LOCATES AND SHALL BE 

ARE SHOWN ON THE DRAWINGS. CONTRACTOR SHALL CONTACT 

SHOWN ARE APPROXIMATE. NOT ALL UTILITY MAINS AND SERVICES

EASEMENT, EXISTING UTILITIES, PROPERTY LINES, AND R.O.W. LINES

regular meeting

Utility Commission of Oak Creek at a 

approved by the Water Works and Sewer 

This is to cerify that this plan was 

DateUtility Engineer

STORM SEWER

FUTURE ROADWAY AND 

CITY OF OAK CREEK, WISCONSIN
APPROVED BY

DATEUTILITY ENGINEER

CITY ENGINEER
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(TYPE "B" SETTING)
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HYDRANT, LEAD, AND 6" AUX. VALVE

CONNECT TO EXISTING WATER MAIN
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.......................1 EA.
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......................59 L.F.

40 80

PROPOSED WATER MAIN EXTENSION

S. CHICAGO RD. (S.T.H. 32)  FR:

57’ E. OF S. CHICAGO RD. (S.T.H. 32)TO:

   S.T.H. 100IN: 
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approved by the Water Works and Sewer 

This is to cerify that this plan was 

Utility Engineer

regular meeting

Utility Commission of Oak Creek at a 

approved by the Water Works and Sewer 

This is to cerify that this plan was 
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KEY NOTES
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THE ALIGNMENT OVER THE WATERMAIN

STA 10+00 - STA 10+57 CORRESPONDS WITH 

THE ALIGNMENT OF THE CENTERLINE 

STA 20+00 - STA 23+10 CORRESPONDS WITH 

1
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RESTORE STORAGE AREAS AS SPECIFIED

5TH AVE. CONTRACTOR SHALL COORDINATE, MAINTAIN, AND 

CITY OF OAK CREEK FOR THE PROPOSED CONSTRUCTION OF S. 
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47’ 12" WTM @ 3.83%

4-INCHES INSULATION
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ABANDON EXIST. HYDRANT 

STA 30+35

30" X 12" TEE

EXISTING 

PROP. 12" PVCO W.M.

2

REMOVE AND SALVAGE EXISTING HYDRANT 

12" GATE VALVE 

HYDRANT, LEAD, AND 6" AUX. VALVE

CONNECT TO EXISTING WATER MAIN

12-INCH PVCO, TURF RESTORATION

12-INCH PVCO, PAVEMENT RESTORATION
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.........................................................2 EA. 

.......................2 EA.

.........................1 EA.

........................8 L.F.
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3 12" X 6" REDUCER IS INCIDENTAL TO THE HYDRANT. 
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ANODE BAG AS NECESSARY

PROPOSED WATER MAIN EXTENSION

E. RYAN RD.IN: 

S. 5TH AVE.  FR:

300’ E. OF S. 5TH AVE.TO:

FILE NO: 16103-6C-2305

STA 33+92/13.0’ RT

12" X 6" REDUCER

STA 36+46/25.9’ LT

6’-6" BURY DEPTH

(TYPE "A" SETTING)

PROP. HYD. #3
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3’7’

�" T.B. BACKFILL, 306 LF

EXISTING 12" VALVE

REMOVE AND SALVAGE 

12" 22.5° BEND

CUT AND CAP 

ABANDON EXISTING W.M. 

WITH GRANULAR

VALVE BOX AND FILL 

REMOVE TOP SECTION OF 

regular meeting

Utility Commission of Oak Creek at a 

approved by the Water Works and Sewer 

This is to cerify that this plan was 

Utility Engineer

regular meeting

Utility Commission of Oak Creek at a 

approved by the Water Works and Sewer 

This is to cerify that this plan was 

Utility Engineer Date

RESTRAIN JOINTS AS SPECIFIED. 

BID ITEM 1, 8 LF OF BID ITEM 2, AND FITTINGS AS SHOWN. 

12" EXTENSION TO THE SOUTH IS COMPRISED OF 6 LF OF

OVER HYDRANT AND IS INCIDENTAL TO BID ITEM. 

EXTENSION IS REQUIRED FOR FUTURE PROPOSED GRADE 

HYDRANT BARREL SHALL BE 6’-6" WITH A 3.5’ EXTENSION. 

STA 33+86

12" 22.5° BEND

CORNER

EXIST. SECTION 

I.E.=121.27\

STA 33+89/6.8’ RT

12" 22.5° BEND

I.E.= 121.30\

STA 33+93.5/17.8’ RT

6’-6" BURY W/ 3.5’ EXTENSION

ROTATE AS SHOWN

PROP. HYD #2 

74’ 12" WTM @ 3.31% 186’ 12" WTM @ 0.26%

37’ 12" WTM @ 11.38%

7’ 12" WTM @ 2.71%

4

RESTORE STORAGE AREAS AS SPECIFIED

5TH AVE. CONTRACTOR SHALL COORDINATE, MAINTAIN, AND 

CITY OF OAK CREEK FOR THE PROPOSED CONSTRUCTION OF S. 

ADJACENT LANDS TO THE PROJECT AREA ARE OWNED BY THE 

4
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MJ CAP EAST OF TEE

12" PVCO STUB AND DI

6" G.V.
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2’

(CONTRACTOR TO VERIFY)

12" I.E.= 116.77\

SEE DETAIL BELOW 

CONNECTION DETAIL 
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